FIELD TILE JUNCTION VAULTS
600 (24) AND 900 (36) DIA.
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BRICK MASONRY 200 (8) NOTE: THE FRAME AND LID
CAST-IN~-PLACE CONCRETE 150 (&) IS REQUIRED ON ALL
CONCRETE MASONRY UNIT 125 (5) JUNCTION VAULTS.
PRECAST REINFORCED CONCRETE SECTION 75 (3)

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS OTHERWISE NOTED.
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PREFABRICATED CONCRETE SLAB,
WHEN THE PRECAST REINFORCED
CONCRETE SECTION ALTERNATE

ALTERNATE METHODS IS USED.

PRECAST REINFORCED

CONCRETE SLAB SAND CUSHION
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FIELD TILE JUNCTION VAULTS 600 (24) AND 900 (36) DIA. 30.2

WITNESS MARKER FOR PERMANENT
SURVEY MARKERS, TYPE i
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PERMANENT SURVEY
/MARKER. TYPE 1I
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SECTION AA
GENERAL NOTES

A WITNESS MARKER SHALL BE INSTALLED
WITHIN 1’ OF ALL PERMANENT SURVEY
MARKERS TYPE II EXCEPT IN AREAS WHERE
THE MARKER IS IN THE SIDEWALK. THIS
WORK WILL BE INCLUDED TO THE CONTRACT
UNIT PRICE PER EACH FOR PERMANENT
SURVEY MARKERS, TYPE II.

PERMANENT SURVEY MARKERS, TYPE i

See DETAIL A -

Optional Ground surface

Tablet constructed in
rock ledge or concrete.
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BRASS OR ALUMINUM TABLET ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS

OTHERWISE NOTED.

DETAIL A
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